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Stecker/Kupplungen mit Schraubanschluss

	   Bedienungsanleitung	 10/2008

1.	 Kabel ca. 50 mm abmanteln und ca. 10 mm abisolieren, 
	 dann durch das Griffhinterteil einführen.
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Anschließbare Leitungen: 
16 A: 1 – 4,0 mm² 
32 A: 2,5 – 6 mm²

Leitungsaußendurchmesser: 
16 A: 7,5 – 18,5 mm 	 (oberhalb EN 60309)
32 A: 10 – 22,5 mm 	 (oberhalb EN 60309)

4.	 … bis zur automatischen Verrastung zudrehen.
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2.	 Die einzelnen Leiter entsprechend der Abdeckplatten-
	 kennzeichnung mittels Schraubendreher PZ1 anschließen.
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5.	 Zum Schluss die Kabelverschraubung fest andrehen (Dreh-
	 moment min. 4 Nm) – fertig!
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3.	 Das Hinterteil am Gewinde des Vorderteils ansetzen und …
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6.	 Zur Demontage zuerst die Kabelverschraubung (a) aufdrehen. 	
	 Danach Schlitzschraubendreher, Klingenbreite 3,0 mm, tief in den
 	 Öfffnungsschlitz des Griffhinterteiles eindrücken. Durch Rechts-
	 drehen des Schraubendrehers wird die Verrastung aufgehoben.
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Aktueller Stand (Update): www.walther-werke.de

a

Lineal zur Ermittlung der Abmantelungslänge (s. Pkt. 1):
50	 45	 40	 35	 30	 25	 20	 15	 10	 5	 0 mm

(Für maßstabsgetreuen Ausdruck „keine Seitenanpassung” im Druckmenü wählen)

(Drehmoment Schrauben 0.8 Nm) 



Plugs/couplers with screw terminals

1.	 Dismantle approx. 50 mm of the cable and strip 10 mm of the 	
	 wires, then feed the cable through the back part.

1

Connectable lines: 
16 A: 1 – 4,0 mm² 
32 A: 2,5 – 6 mm²

External cable diameter: 
16 A: 7,5 – 18,5 mm 	 (above EN 60309)
32 A: 10 – 22,5 mm 	 (above EN 60309)

4.	 … turn until both parts lock in place automatically.
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2.	 Connect all conductors according to the cover plate markings, 
	 using a screwdriver PZ1.
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5.	 Finally tighten the cable gland (torque at least 4 Nm) - ready.
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3.	 Adjust the back part on the thread of the front part and ...
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6.	 To disassemble first unscrew the cable gland (a). Then press a 	
	 screwdriver, blade width 3,0 mm, deeply into the opening slot of
	 the back part. Turn screwdriver clockwise to unlock the parts again.
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Latest version (update): www.walther-werke.de

a

Use ruler to determine length of sheathing 
to be removed from cable (see item 1):
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50	 45	 40	 35	 30	 25	 20	 15	 10	 5	 0 mm

(For a true to scale printout choose „no page adjustment” in the print menu)

	            Operating instructions	 10/2008

(torque screws 0.8 Nm)


